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SPECIFICATION FOR 

SHEDDING TAPPETS FOR PLAIN 

CALICO LOOMS 

0. FOREWORD 

0.1 This Indian Standard was adopted by the Indian Standards 
institution on 10 July 1978, after the draft finalized by the Cotton 
Weaving Machinery Components Sectional Committee had been approved 
by the Textile Division Council. 

0,2 This standard is based on the manufacturing practices followed in 
the country in this field. 

0.3 For the purpose of deciding whether a particular requirement of this 
standard is complied with, the final value, observed or calculated, 
expressing the result of a test, shall be rounded off in accordance with 
IS : 2-1960*. The number of significant places retained in the rounded 
off value should be the same as that of the specified value in this 
standard. 



1. SCOPE 

1.1 This standard prescribes requirements for shedding tappets for plain 
calico looms. 

2. MANUFACTURE 

2.1 Material — Cast iron 3 cast steel or any other suitable material 
as agreed between the buyer and the seller meeting the requirements 
specified in 3.2 and 3.3, shall be used. 

2.2 Freedom from Defects — Tappets shall be sound, clean and free 
from blow holes, hard spots and other harmful defects. 

2.3 Test Bars — The test bars shall be cast separately. They shall be 
poured at the same time and from the same ladle of metal as the 
components they represent. 

♦Rules for rounding off numerical values ( revised )* 
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3. REQUIREMENTS 

3.1 Dimensions and Shape — The shape and dimensions of tappets 
( including split-type ) shall be as agreed between the buyer and the 
seller according to the make of loom, A typical shedding tappet is 
shown in Fig. 1. 




Fig. 1 Typical Shedding Tappet 

3.2 Tensile Strength — Tensile strength when determined in accordance 
with IS : 2078-1962* shall meet the requirements given in Table 1. 



Sectional 

Thickness oe 

Component 

(1) 



Up to 8 

Over 8 and up to 15 
Over 15 and up to 30 
Over 30 and up to 50 



TABLE 1 TENSILE STRENGTH 

Diameter of 
Test Bar Cast 



(2) 
mm 

13 
20 
30 
45 



Tensile Strength 



(3) 
MN/m 2 (kgf/mm 2 ) 

274-5 ( 28 ) 
254'9 ( 26 ) 
245*1(25) 
215'7(22) 



3.3 Hardness — 

accordance with 
220 HB. 



The Brinell hardness of tappets ascertained in 
the method given in IS : 1789-19611 shall be 200 to 



♦Method for tensile testing of grey cast iron. 
•j-Method for Brinell hardness test for grey cast iron. 



IS: 8875 -1978 

4. MARKING 

4.1 Each tappet shall be legibly marked with the manufacturer's name 
or trade-mark. 

4.1.1 The tappet may also be marked with the ISI Certification Mark. 

Note — The use of the ISI Certification Mark is governed by the provisions of 
the Indian Standards Institution ( Certification Marks ) Act and the Rules and 
Regulations made thereunder. The ISI Mark on products covered by an Indian 
Standard conveys the assurance that they have been produced to comply with the 
requirements of that standard under a well-defined system of inspection, testing and 
quality control which is devised and supervised by ISI and operated by the 
producer. ISI marked products are also continuously checked by ISI for conformity 
to that standard as a further safeguard. Details of conditions under which a licence 
for the use of the ISI Certification Mark may be granted to manufacturers or 
processors, may be obtained from the Indian Standards Institution. 

5. SAMPLING 

5.1 Unless otherwise agreed to between the buyer and the seller, to 
ascertain the conformity of tappets to the requirements of this specification 
single sampling plan with inspection level I and acceptable quality level 
( AQL ) of 2-5 percent given in Tables 1 and 2 of IS : 2500 ( Part I )- 
1973* shall be followed. 



♦Sampling inspection tables : Part I Inspection by attributes and by count of defects 

{Jitst revision ), 
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